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Appendix A: 
Mounting instruction for ARCUSAFLEX® double element couplings 
 
The Arcusaflex double element couplings come 
in two mounting styles. The F2 style where the 
elements bolt onto the hub with tapped holes in 
the hub (item #3 in figure A1) and the F2K style 
where the elements bolt onto the hub with 
tapped holes in the element (item 2a in figure 
A2).  
 
For the F2 style (figure A1), mount the hub on 
the shaft of the driven equipment. Next, mount 
the first rubber element orientated as shown in 
item 2a of figure A1 so the element is flat against 
the hub face with the pilot diameter sticking 
through the center. Now mount the second 
element until it is flat against the first rubber 
element. The bolt pattern side of the two 
elements should be next to each other. If fitted 

properly, both elements should be centered on 
the hub pilot. Begin fastening the elements to the 
hub with the supplied bolts (item 4, figure A1) but do not fully tighten until the radial alignment of the rubber elements is 
checked and adjusted as needed. Use a straight edge to check that the two rubber elements are in alignment by placing 
the straight edge on the teeth of the two elements and make adjustments as needed. Once the elements are in alignment, 
tighten the bolts to the recommend torque in Table 3 of the installation instructions. 
 
The procedure for mounting the rubber elements to the hub is the same for the F2K style coupling only the bolts will go 
through the hub and secure to the tapped holes in the second element (item 2a in figure A2). It is important that the radial 
alignment of the elements is checked with a straight edge before securing the bolts to the recommend tightening torque in 
Table 3. 

 

   

 

 

 

 

 

 

 
 

Safety precautions 
It is the customer’s and user’s responsibility to provide proper guards over rotating machinery and to observe both national 
and international safety rules and laws. Check all bolted connections for proper fit preferably after the test run. 
 

Figure A1 – Exploded view of AC-..D.F2 elements and hub. 

Figure A2 - Exploded view of AC-..D.F2K elements and hub.


